1 Introduction

The upgrade version of this software is Version DVP3040Z_12V46,
DVP3040ZS_12V58 and 12.06.12.23.

This software can be used to upgrade the following Philips DVD Players:
e DVP3040/12 and DVP3042/12

After you have completed the upgrade procedure, your DVD player will typically
perform better. What improvements are made depends on the upgrade software
you are using as well as the software that your DVD player contained before the
upgrade.

2 Key Features

This software version includes:

1) Improved playability
2) Reduce noise during disc loading

3 Preparations

You will need the following items:
e Personal Computer
o CD-R/RW drive and writing application software
e I1x blank CD-R

4  Software Version Verification Procedure

I't"s important t o rewersianéanforchationrof youh @VD Blayért wa
before you start the upgrade procedure. This information is also useful in case
you need to call Philips Customer Care Center.

e To view the software version for serial number XXLTAXXXXXXXXXX
1. POWER ON the set
2. Press SYSTEM MENU key to enter SETUP menu
3. Press < or > to navigate to GENERAL menu
4. Press keys 1,3,7,9 successively

e To view the software version for serial number XX1BXXXXXXXXXX,
XXLCXXXXXXXXXX, XXIDXXXAKXXXXXXX, XX2BXXXXXXXXXX,
KX 2CXXXXXXXKXXX,

1. Press OPEN to open the tray

2. Press keys 9,6,6 successively.
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5 Download Software

1. Click the link to download Firmware upgrade to your PC.

0 Download
Firrmware Upgrade - Software

2. Unzip the .zip file
Visit http://www.winzip.com/ for downloads if you cannot open the

)

.zip file.

6 Software Upgrade Additional Steps

For Type 1 models (Serial Number: XX1X-XXXX-XXXX)

1.
2.
3.

Open tray, then press "5","5" to display upgrade file name.

Burn the “DVP3040_12.bin” file to a disc. (Step 7)

Play the upgrade disc, When TV display "...... Press play to start”, then

press "play" key to start upgrade.

For Type 2 models (Serial Number: XX2X-XXXX-XXXX, XX3X-XXXX-XXXX)

Serial Number: XX2X-XXXX-XXXX

0 Burn the "DVP3040Z_12V46.img" file and "update.ver" file in the

same disc. Disc name is not needed.
Serial Number: XX3X-XXXX-XXXX

0 Burnthe "DVP3040ZS_12V58.img" file and "updateso.ver" file in the

same disc. Disc name is not needed.

7 Burning upgrade software on CD-R or CD-RW

1. Extract the files by unzipping the zipped file.

Write the required files (Step 6) — not the zip file - onto a blank CD-R or CD-RW
disc, using the following settings:

File System CD-ROM Joliet

File name length: max 31 chars (ISO Level 2)
Mode: 2/XA

Character set ISO 9660

Single session

Write speed: low

Finalize the disc. (The application may do this automatically.)

Tip: For more information c
burning software we sugge
you can refer to two popula
burning software programs

www.nero.com

www.easycdcreator.com
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2]
. A1  Info I Multizession 150 ] Label I Dates I Misc | Bum I
CO-ROM (150 | Data mode; IMDdE 2/ A j Cancel |
File system: {150 9660 + Joliet = Nero Express |
:E File name length (150] [Mas of 31 chars [Level 2) =]
Audio CD =
Character set (IS0} |150 9880 (standard 1S0 CO-ROM ¥ |
":'5_5 Relax restichons
| a ¥ Allow path depth of more than 8 directories
Mixed Mode CD
¥ Allow more than 255 characters in path
: [T Donct add the ;1" 150 file version extension
| 5 [~ Allow more than B4 characters for Jolist names
CD EXTRA This disc might not be readable under DOS and "Windows 9« For full
compatibiity choose 150 Level 1, 150 3660 character set, and no
relaxed restnchons.
( 'I" A ;l Open...

Using Nero Express 6

Please make sure you are using Nero Express. You can start Nero Express from
the Nero folder in Windows Start menu.

@ Mera BackItUp
@ Mero Cover Designer

% Nero Express

1. Insert a blank CD-R or CD-RW disc.

2. Open Nero Expr @atadisa’n.d sel ect *“

3. Click Add” 2% tabtobrowse.

4. Select the unzipped files

5. Cl i Add” “a Rimishéd”

6. Cl i ckNed’'n d&nd f oBuinbw ®Blge “firmware wupgrade w

burned onto the disc.

Using Easy CD Creator

1. Insert a blank CD-R or CD-RW disc
2. Open Easy CD Creator

r .ﬂ CireckCCr Format Likility
@ Disc Copier

3 CD Creatar

Select the unzipped files from the browser on top.
Cl i Add” “t o copy the files bel ow.
Sel eRedord’CD” i nFile"h ene,nu.
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6. Cl| i Btart Recording” ,

t nwvare dipgrade will now be burned onto the

disc.
Select source files: @
Record CD Setu

< Local Disk [C) h Easy(
51 s & Select CD-R Drive: Number of Copies:

|2 application_data |E: NU DYD+-FRw SDW-082 j 1 El: Cancel

Idell ™ Copy to hard drive first. Hel

|[Z)Documents and Settings “wirite Speed: r g

Detc 84 (1200 KB /zec) - Buffer underrun

[C)Explare 4 prevention

Information

(DmBMTool The selected Record Method finalizes both the session and CD at the end of the

|ZJProgram Files recording process. Y'ou can not add additional files ta the CD once it is finalized.

data B> -

project Hide Options |
=) 060808_0956

Record Options
* Record CD
" Test Only
" Test and Record CD

Set as Default

Record Method
" Track-At-Once
:
~
-

&+ Disc-At-Once

|§| r

8 Steps to Upgrade Software

1. Power on the set and put in the
A message will be displayed on

Follow the instruction displayed
applicable)

© N o g &

in progress.

9 After the upgrade

disc.
the OSD after the upgrade file is recognized.

onthe TV Screen—-Pr ess “ OK” t

After reading the file, the disc will be ejected
Remove the disc, but DO NOT close the tray
Wait approximately 3-5 minutes for the software to be upgraded

The set will restart itself once the upgrade is completed.

Caution: Do not unplug or power off the set while upgrading

(0]

Do check the change in the Software Version to confirm the upgrade.

Please follow the procedure descri

bed in the Section 4.
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